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Issued to:  GLOBTEK (HONG KONG) LTD 
UNIT 1402, BENSON TOWER 
74 HUNG TO RD 
KWUN TONG 
KOWLOON HONG KONG  

   

This is to certify that 
representative samples of 

 POWER SUPPLIES, INFORMATION TECHNOLOGY 
EQUIPMENT INCLUDING ELECTRICAL BUSINESS 
EQUIPMENT; AUDIO/VIDEO APPARATUS 
See Addendum Page for Models 

   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

   
Standard(s) for Safety:  UL 60950-1, Information Technology Equipment - Safety - 

Part 1: General Requirements 
CAN/CSA C22.2 No. 60950-1-07, Information Technology 
Equipment - Safety - Part 1: General Requirements 

Additional Information:  See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
SWITCHING POWER ADAPTER, Model – GT-41069PWWVV-X.X-T3YZ.  Where WW can be 01-90 for 
output power, VV can be 12 to 24 for output voltage, -X.X is optional for specifying output voltage 
deviations in 0.1 volt increments, -X.X is to be subtracted from rated voltage or blank, Y can be blank 
(for C14 inlet type) or A (for C6 inlet type), Z can be 0-9, A-Z or blank for marketing purposes only. 
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