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GlobTek,inc.

AC-DC Single Output Voltage external Power Supply Test Report

Lab Test Results Limits
Manufacturer Name GLOBTEK, INC. Energy Star Level VI
Model 0 Ave, Efficiency | No Load power
Type, P/N C-24000056(RVB) 85.00% 0.1
[Engineer Lorenzo R. Madariaga II RESULTS n.::.\.'ac 86.979% 0.048
230Vac 87.362% 0.065
Nameplate Specifications
Related Product Specifications Input Output
Voltage (V) 100-240 12 TEST RESULT PASS
Current (A) 0.6A MAX 1.5 '
Power (Watts) 18
Frequency (Hz) 50-60 DC
Date Measured 3-Aug-15
Ambient Temp. °C 25°C
Output Cord AWG and Length 18AWG 5ft
Type of Output Cord AWM1185
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1500.0 1125.0 750.0 375.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 1504.367 1128.407 751.990 376.450 0.000
DC Output Voltage (V) 12.111 12.154 12.196 12,235 12.277
DC Output Power (W) 18.21883 13.71465 9.17160 4.60588 0.00000
AC Input Voltage (V) 115
AC Input Power (W) 21,058 15.753 10.480 5.296 0.048
Total Harmonic Distortion (THD%) (1/Total) 81.276 83.891 86.819 90.154 30.610 74.5501
True Power Factor{Watts/VA) 0.547 0.518 0.477 0.418 0.033 0.3986
Ac Input Frequency 60 60 60 60 60 60.0000
Power Consumed by UUT (W) 2.839 2,038 1.309 0.690
Efficiency 86.502% 87.044% 87.483% 86.889% 86.979%
Active Power Measurements (30min Initial Warm-Up, 5min stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1500.0 1125.0 750.0 375.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 1505.123 1128.907 752.463 376.917 0.0
DC Output Voltage (V) 12.129 12.166 12.199 12,235 12.276
DC Qutput Power (W) 18.19305 4.64700 9.14903 4.58820 0.00000
AC Input Voltage (V) 230
AC Input Power (W) 20.817 15.600 10.479 5.341 0.065
Total Harmonic Distortion (THD%) (1/Total) 90.015 91.153 92.260 93.330 14.700 76.2913
True Power Factor{Watts/VA) 0.421 0.398 0.370 0.329 0.017 0.3070
Ac Input Frequency 50 50 50 50 50 50.0000
Power Consumed by UUT (W) 2.624 10.953 1.330 0.753
Efficiency 87.675% 88.017% 87.543% 86.215% 87.362%




