S

Licence

for the use of SIQ certification mark

Number: SI-SIQ 063/071 Project file: C20160810
Product: ITE POWER SUPPLY
Type reference: GT-83083-WW05-USB or GT-83083-WW05-USB-W2Z

See page 2 for details

Trademark: C@GlobTek, Inc.

Ratings: Input: 100 — 240 V~; 50/60 Hz; 0,2 A
Output: 5,0 V=; Max. 1,0 A; Max. 5 W

Applicant / Licensee: GlobTek, Inc.
186 Veterans Dr. Northvale, NJ 07647, USA

Manufacturer: GlobTek, Inc.
186 Veterans Dr. Northvale, NJ 07647, USA

SIQ hereby grants the right to use the SIQ certification mark of conformity on the products specified
in this document. The SIQ certification mark of conformity signifies the compliance of the products
with requirements of cited standards.

Certification mark:

Sl

Standard: EN 60950-1:2006 + A1:2010 + A2:2013 + A11:2009 + A12:2011
Test report: T221-0022/16 issued by laboratory SIQ Testing and Certification GmbH
Remarks: This licence has been issued under the presumption and conditional on the

fact that the licensee holds all necessary legal rights with regard to the product
presented for testing and certification.

This licence is valid as long as the conditions laid down in the listed standards
are not modified significantly and until the licensee complies with the SIQ’s
rules on product certification.

Date: = 2016-05-20 Authorized signature: Bojan Pecavar

Only integral publication of this licence is allowed. This licence may only be reproduced in its entirety and without any
changes. On request SIQ will give information about the validity of the licence.
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Licence
for the use of SIQ certification mark

Number: SI-SIQ 063/071

Additional remarks:

The list of critical components of the product for which this licence is granted is included
in the test report.

Places of manufacture, inspection file number:

1. GlobTek, Inc.
186 Veterans Dr . Northvale, NJ 07647, USA
(15994-15994)
2. GlobTek (Suzhou) Co., Ltd
Building 4, No. 76, Jin Ling East Rd., Suzhou Industrial Park, Jiangsu 215021, China

(15994-27052)

Model / Type ref.:

GT-83083-WW05-USB or GT-83083-WWO05-USB-W2Z
- WW is the standard output wattage, with a maximum value of "05"

-  Zdesignates type of plug and can be E for European plug, U for British plug, blank for North
American / Japan plug/Taiwan plug, C for Chinese plug, | for India plug, A for Australia plug,
K for Korea plug, AR for Argentina plug, BR for Brazilian plug, SA for South African plug. -
W22z for fixed pin model use.

- When -W2Z is blank, the interchangeable plug should be
Q-EU for European plug, Q-UK for British plug, Q-NA for North American / Japan / Taiwan
plug, Q-CN for Chinese plug, Q-IR for India plug, Q-SAA for Australia plug, Q-KR for Korea
plug, Q-AR for Argentina plug, Q-BR for Brazilian plug, Q-SAF for South African plug

- When -USB is blank, the no USB output connector is used, but a non-detachable output cord

Limitation:
This SIQ Licence Certificate supersedes previously issued SIQ Licence Certificate No. SI-SIQ
063/064, dated 2015-05-15 due to update of the test report.

Date: 2016-05-20 Authorized signature: Bojan Pecavar
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