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Licence 
for the use of SIQ certification mark 

Number: 

Product: 

Type reference: 

Trademark: 

Ratings: 

SI-SIQ 063/069 Project file: C20160744 

Switch Mode Power Supply for building-in 

GT(M or -)9111 OP240VV-ZA(W)-S or -HIOXX or -HOXXX or -HIXXX 

G GlobTek, Inc. 

Input: 100-240 V-; 50-60 Hz; 4,0 A or 130-320 Vdc; 2,5 A 
Output: 12 Vdc - 55 Vdc; max 20 A 

Applicant I Licensee: GlobTek, Inc. 
186 Veterans Drive, Northvale NJ 07647, USA 

Manufacturer: GlobTek, Inc. 
186 Veterans Drive, Northvale NJ 07647, USA 

SIQ hereby grants the right to use the SIQ certification mark of conformity on the products specified 
in this document. The SIQ certification mark of conformity signifies the compliance of the products 
with requirements of cited standards. 

Certification mark: 

Standard: 

Test report: 

Remarks: 

Date: 2016-04-19 

Sl~ 

EN 60950-1:2006 + A1:2010 + A2:2013 + A11:2009 + A12:2011 

T223-0285/16 

This licence has been issued under the presumption and conditional on the 
fact that the licensee holds all necessary legal rights with regard to the product 
presented for testing and certification. 
This licence is valid as long as the conditions laid down in the listed standards 
are not modified significantly and until the licensee complies with the SIQ's 
rules on product certification. 

Authorized signature: Bojan Pecavar 

VL-~---

Only integral publication of this licence is allowed. This licence may only be reproduced in its entirety and without any 
changes. On request SIQ will give information about the validity of the licence . 
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Licence 
for the use of SIQ certification mark 

Number: 51-SIQ 063/069 

Additional remarks: 

The list of critical components of the product for which this licence is granted is included 
in the test report. 

GT(M or-) GLOBTEK series, M or -for market purpose 

9111 OP Family designator 

240VV 240W VV=the standard rated output voltage 
designation, which can be "12", "15", "18", "24", 
"36", "48" or "55" 

"Z" "Z"= "F": Open frame "Z"= "C": Perforated 
enclosure 

A or blank "A" for airflow for 240 W load, blank which means 
no aireflow 

W or blank "W" for models without protective earth , or blank 
which means Class I. 

-X.X Output voltage deviation from standard model by 
subtracting X.X volt from standard output voltage, 
X.X not required to be added in model number for 
standard output voltage. 

-S Input header and output header connectors on 
board 

-HIOXXX Input and output wire harness. Where XXX can be 
from 000 to 500 to indicate harness length 
(maximum length for input and output harnesses 
is 500mm). 

-HOXXX: Input header connector on board and output wire 
harness. Where XXX can be from 000 to 500 to 
indicate harness length (maximum harness length 
for output is 500mm). 

-HIXXX: Input wire harness. Output header on board. 
Where XXX can be from 000 to 500 to indicate 
harness length (maximum harness length for input 
is 500mm). 

Date: 2016-04-19 Authorized signature: Bojan Pecavar 
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Licence 
for the use of SIQ certification mark 

Number: 51-SIQ 063/069 

Standard Model Number For Open Output Minimum Maximum Maximum 
Frame Version: Voltage* Load* Load w/o Load with 

Airflow 20CFM 
Airflow 

GT(M)9111 OP24012-FA(W)-S or -HIOXX or 12Vdc 0,2A 12,5A 20,0A 
-HOXXX or -H lXXX 

GT(M)9111 OP24015-X.X-FA(W)-S or- 15Vdc 0,2A 10,0A 16,0A 
HIOXX or -HOXXX or -HIXXX 

GT(M)9111 OP24018-X.X-FA(W)-S or- 18Vdc 0,2A 8,33A 13,3A 
HIOXX or -HOXXX or -HIXXX 

GT(M)9111 OP24024-X.X-FA(W)-S or- 24Vdc 0,1A 6,25A 10,0A 
HIOXX or -HOXXX or -HIXXX 

GT(M)9111 OP24036-X.X-FA(W)-S or- 36Vdc 0,1A 4,17A 6,7A 
HIOXX or -HOXXX or -HIXXX 

GT(M)9111 OP24048-X.X-FA(W)-S or- 48Vdc 0,1A 3,12A 5,0A 
HIOXX or -HOXXX or -HIXXX 

GT(M)9111 OP24055-X.X-FA(W)-S or- 55Vdc 0,1A 2,72A 4,36A 
HIOXX or -HOXXX or -HIXXX 

Standard Model Number For with Output Minimum Maximum Maximum 
Perforated Enclosure Version Voltage* Load* Load w/o Load with 

Airflow 20CFM 
Airflow 

GT(M)9111 OP24012-CA(W)-S or -HIOXX or- 12Vdc 0,2A 6,7A 16,67A 
HOXXX or -H lXXX 

GT(M)91110P24015-X.X-CA(W)-S or -HIOXX 15Vdc 0,2A 5,3A 13,38A 
or -HOXXX or -H lXXX 

GT(M)9111 OP24018-X.X-CA(W)-S or -HIOXX 18Vdc 0,2A 4,4A 11,11A 
or -HOXXX or -H lXXX 

GT(M)9111 OP24024-X.X-CA(W)-S or -HIOXX 24Vdc 0,1A 3,3A 8,33A 
or -HOXXX or -HIXXX 

GT(M)9111 OP24036-X.X-CA(W)-S or -HIOXX 36Vdc 0,1A 2,2A 5,5A 
or -HOXXX or -HIXXX 

GT(M)9111 OP24048-X.X-CA(W)-S or -HIOXX 48Vdc 0,1A 1,7A 4,17A 
or -HOXXX or -H lXXX 

GT(M)9111 OP24055-X.X-CA(W)-S or -HIOXX 55Vdc 0,1A 1,4A 3,64A 
or -HOXXX or -H lXXX 

* Other output voltages from 12V to 55V in 0,1 V increment available upon request. 

**Output voltage is within regulation range even at no load, but minimal level of audible noise may 
be heard from the supply. 

Date: 2016-04-19 Authorized signature: Bojan Pecavar 
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