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SAA Approvals Pty Ltd as accredited by JAS-ANZ under 
ISO/IEC 17065 certifies in accordance with the SAA Approvals 
Electrical Product Safety Certification Scheme that the product 
nominated in this certificate complies with standard/s listed.

When using the RCM the requirements of all relevant parts 
of AS/NZS 4417 applicable to the article must be fulfilled.

For SAA Contact Details and to verify this Certificate go to:
www.saaapprovals.com.au
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*Addendum* 
 

 Certificate No.: SAA-191217-EA 

 Date of Issue: 20 May 2019  
 Class Description: Power Supply or Charger 
 Product Description: ITE Power Supply (Desktop type) 
 

General Modification: 
For GT*96605-G2***** Series: 
1st '*' denotes market identification and can be 'M', '-' or 'H' and is not related to safety; 
2nd '*' denotes rated output voltage (Vdc) and can be:-  
 ‘A1’ for 5Vdc 4.6A, 5.8Vdc 4.6A, 9Vdc 4.4A, 12Vdc 4A, 15Vdc 3.6A and 20Vdc 3A; 
 ‘A2’ for 5Vdc 3A, 5.8Vdc 3A, 9Vdc 3A, 12Vdc 3A, 15Vdc 3A and 20Vdc 3A; or 
 ‘A3’ for 5Vdc 4.6A, 5.8Vdc 4.6A, 9Vdc 4.4A, 12Vdc 4A, 15Vdc 3.6A, 20Vdc 3A and  
  any one voltage/current combination (Power Profiles) between 3.6Vdc and 20Vdc; 
3rd '*' denotes rated output power in Watts (W) and can be blank or '01-60' in steps of 0.1W; 
4th '*' can be:- 
 ‘-T2' for desktop Class II with C8 AC inlet; 
 ‘-T2A' for desktop Class II with C18 AC inlet; 
 ‘-T3' for desktop Class I with C14 AC inlet; 
 ‘-T3A' for desktop Class I with C6 AC inlet; 
 ‘-T3F' for desktop Class I with C14 AC inlet with FLOATING OUTPUT; 
 ‘-T3AF' for desktop Class I with C6 AC inlet with FLOATING OUTPUT; 
 ‘-R2' for hybrid desktop housing Class II with C8 AC inlet; 
 ‘-R3A' for hybrid desktop housing Class I with C6 AC inlet; or 
 ‘-R3AF' for hybrid desktop housing Class I with C6 AC inlet with FLOATING OUTPUT; 
5th '*' can be '-RA' for product with RIGHT ANGLE daughter board (no output cord) or blank for with output cord; and 
6th '*' can be any six-character combination of '0-9', 'A-Z', '(‘, ‘)’, ‘[‘, ‘]', '–' or blank and is for marketing purposes only. 

 


