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GlobTek, inc.

AC-DC Single Output Voltage external Power Supply Test Report

Lab Test Results Limits
Manufacturer Name GLOBTEK, INC. Energy Star Level VI
Model 0 Ave, Efficiency | No Load power
Type, P/N WROQES00CR14NR6B1258 78.88% 0.1
Engineer Lorenzo R. Madariaga II RESULTS 115Vac 81.819% 0.036
230Vac 80.519% 0.0e4
Nameplate Specifications
Related Product Specifications Input Output
Voltage (V) 100-240 12 TEST RESULT PASS
Current (A) 0.3A MAX 0.5 -
Power (Watts) 6
Frequency (Hz) 50-60 DC
Date Measured 4-Aug-15
Ambient Temp. °C 25°C
Output Cord AWG and Length 18AWG 5ft
Type of Output Cord AWM1185
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 500.0 375.0 250.0 125.0 0.0
DC Qutput Current measured (mA) (+/-2% Rated) 502,271 378.378 252.070 126.687 0.000
DC Output Voltage (V) 12,085 12,087 12.082 12.070 12.149
DC Qutput Power (W) 6.07010 4.57345 3.04563 1.52912 0.00000
AC Input Valtage (V) 115
AC Input Power (W) 7.404 5.547 3.680 1.870 0.036
Total Harmonic Distortion (THD%) (1/Total) 82.116 84.729 87.700 91.101 95.923 88.3141
True Power Factor{Watts/VA) 0.531 0.501 0.459 0.395 0.123 0.4018
Ac Input Frequency 60 60 60 60 60 60.0000
Power Consumed by UUT (W) 1.334 0.974 0.634 0.341
Efficiency 81.949% 82.090% 82.252% 80.983% 81.819%
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 500.0 375.0 250.0 125.0 0.0
DC Qutput Current measured (mA) (+/-2% Rated) 502.364 378.406 252.161 126.760 0.0
DC Output Voltage (V) 12,120 12,094 12.080 12.059 12,137
DC Qutput Power (W) 6.05995 4.64700 3.02008 1.50738 0.00000
AC Input Voltage (V) 230
AC Input Power (W) 7.420 5.577 3.742 1.949 0.064
Total Harmonic Distortion (THD%) (1/Total) 90.457 91,684 93.086 94,711 96.214 93.2305
True Power Factor(Watts/VA) 0.413 0.387 0.353 0.305 0.103 0.3120
Ac Input Frequency 50 50 50 50 50 50.0000
Power Consumed by UUT (W) 1.360 0.930 0.722 0.442
Efficiency 81.882% 81.696% 80.879% 77.617% 80.519%




