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AC-DC Single Output Voltage external Power Supply Test Report

Lab Test Results Limits
Manufacturer Name GLOBTEK, INC. Energy Star Level VI
Model 0 Ave. Efficiency | No Load power
Type, P/N WRIQA1200K9KG2224R6B 75.00% 0.1
Engineer Lorenzo R. Madariaga II RESULTS 115Vac 78.120% 0.030
230Vac 77.521% 0.058
Nameplate Specifications
Related Product Specifications Input Output
Voltage (V) 100-240 5 TEST RESULT PASS
Current (A) 0.3A MAX 1.2 :
Power (Watts) 6
Frequency (Hz) 50-60 DC
Date Measured 20-Jul-15
Ambient Temp. °C 25°C
Output Cord AWG and Length 18AWG 6FT
Type of Output Cord AWM1185
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1200.0 900.0 600.0 300.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 1203.550 903.188 602.150 301.005 0.000
DC Output Voltage (V) 5.136 5.148 4617 5.105 5.054
DC Output Power (W) 6.18185 4.64941 2.77997 1.53656 0.00000
AC Input Valtage (V) 115
AC Input Power (W) 8.005 5.975 3.925 1.940 0.030
Total Harmonic Distortion (THD%) (1/Total) 81.335 84.124 87.246 90.891 96.396 B87.9984
True Power Factor(Watts/VA) 0.539 0.509 0.466 0.400 0.118 0.4065
Ac Input Frequency 60 60 60 60 60 60.0000
Power Consumed by UUT (W) 1.823 1.326 1.145 0.403
Efficiency l 77.189% 77.757% 78.518% 79.017% 78.120%
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1200.0 900.0 600.0 300.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 1204.060 903.498 602.445 301.008 0.000
DC Output Voltage (V) 5.132 5.153 5.125 5.099 5.053
DC Output Power (W) 6.15801 4.64149 3.07470 1.52966 0.00000
AC Input Voltage (V) 230
AC Input Power (W) 7.955 5.966 3.954 2.002 0.058
Total Harmonic Distortion (THD%) (1/Total) 90.096 91.413 92.938 94.692 96.458 93.1192
True Power Factor(Watts/VA) 0.419 0.392 0.357 0.306 0.101 0.3151
Ac Input Frequency 50 50 50 50 50 50.0000
Power Consumed by UUT (W) 1.797 1.325 0.879 0.472
Efficiency | 77.648% 77.982% 77.975% 76.478% 77.521%




