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GlobTek, inc.

AC-DC Singlé Output Voltage external Power Supply Test Report

Lab Test Results Limits
Manufacturer Name GLOBTEK, INC. Energy Star Level VI
Model 0 Ave. Efficiency | No Load power
Type, P/N WRSQDE60LCPNFER(REE) 78.82% 0.1
Engineer Lorenzo R. Madariaga II AT 115Vac 81.316% 0.031
230Vac 75.969% 0.059
Nameplate Specifications
Related Product Specifications Input Output _
Voltage (V) 100-240 9 TEST RESULT PASS
Current (A) 0.3A MAX 0.66
Power (Watts) 5.94
Frequency (Hz) 50-60 DC
Date Measured 20-Jul-15
Ambient Temp. °C 25°C
Output Cord AWG and Length 1BAWG BFT
Type of Output Cord AWM1185
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 660.0 495.0 330.0 165.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 663.260 499.173 332.813 167.542 0.000
DC Output Voltage (V) 9.075 9.050 9.037 9.021 9.041
DC Output Power (W) 6.01884 4.51758 3.00752 1.51145 0.00000
AC Input Voltage (V) 115
AC Input Power (W) 7.420 5.540 3.656 1.836 0.031
Total Harmonic Distortion (THD%) (1/Total) 83.737 84.734 87.725 91.205 95.965 88.6730
True Power Factor(Watts/VA) 0.532 0.502 0.459 0.393 0.118 0.4007
Ac Input Frequency 60 60 60 60 60 60.0000
Power Consumed by UUT (W) 1.401 1.022 0.649 0.325
Efficiency 80.947% 81.195% 81.687% 81.434% 81.316%
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 660.0 495.0 330.0 165.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 663.390 499.155 332.895 167.664 0.000
DC Output Voltage (V) 9.077 9.058 9.035 9.010 9.033
DC Output Power (W) 5.99103 4.48367 2.98168 1.48658 0.00000
AC Input Voltage (V) 230
AC Input Power (W) 7.440 5.575 3.716 1.916 0.059
Total Harmonic Distortion {THD%) (1/Total) 90.452 91.722 93.098 94.789 96.270 93.2662
True Power Factor(Watts/VA) 0.412 0.386 0.351 0.302 0.102 0.3105
Ac Input Frequency 50 50 50 50 50 50.0000
Power Consumed by UUT (W) 1.449 1.091 0.734 0.429
Efficiency 80.777% B80.772% 80.376% 77.950% 79.969%




