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p/N: [WROQK750CCPNNAREB | g . [GT-46060-0609-1.0 | QTY: 5 PCS DATE: 2015/12/28
ITEM TEST CONDITION SPEC READING OK/NG
Vin(V AC) |LOAD (A) 1# 2# 3# A 5#
100 0 8 V 5% 8.02 |8.07 |[8.08 (8.02 8.11 |OK
OUTPUT VOLTAGE 100 0.75A 8 V 5% 7.96 |7.99 |7.95 [7.96 |[7.97 |[OK
240 0 8 V 5% 8.02 |8.07 |[8.08 [8.02 [8.11 |OK
240 0.75A 8 V 5% [7.96 |[7.99 |7.95 |7.96 |7.97 |OK
- 0
LINE REGULATION 90-132 0.75A +1% 0.001 | 0.001 | 0.001 | 0.001 | 0.001 |OK
180-264 |0.75A +1% 0.001 | 0.001 | 0.001 | 0.001 | 0.001 |OK
ENERGY CONSUMPTION 115 0 0.075 W MAX 0.04 ]0.03 |0.03 [0.03 |[0.03 |[OK
230 0 0.075 W MAX |[0.05 [0.06 [0.06 [0.05 ]0.06 |OK
.. 115 100%, 75% 79 % MIN 80.6 |80.0 |[80.0 (80.1 |80.2 |OK
Average Efficiency
230 50%, 25% 79 % MIN 82.0 [81.0 |[82.0 ([82.0 [82.0 |OK
RIPPLE AND NOISE 115 0.75A 150 mVp-p MAX |54.0 [59.0 |61.0 |55.0 [58.0 |OK
230 0.75A 150 mVp-p MAX |34.0 |35.0 |[32.0 [34.0 (33.0 |OK
ocp 100 0.75A 1.5 A MAX (1.120 |1.10 |1.10 |(1.120 |1.10 |OK
240 0.75A 1.5 A MAX |1.00 |1.05 |1.00 |[1.01 |[1.02 [OK
Output shut down
SHORT CIRCUIT 100 0.75A P OK oK OK oK OK OK
and auto restart
Output shut d
PROTECTION 240 0.75A WIPULSALR AOWR o ok fok  fok  fok  |ok
and auto restart
HI-POT See the spec 1.2.3 oK OK OK OK OK OK
INSULATION RESISTANCE See the spec 1.2.4 OK OK OK OK OK OK
APPEARANCE Damage,rust,foam not permitted oK OK OK OK OK OK
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DESIGN:  LuoZM CHECKED:  Liugz APPROVED:  Liugz
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