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GilobTek

AC—DC Singlé Output Voltage external Power Supply Test Report

Lab Test Results Limits
Manufacturer Name GLOBTEK, INC. Energy Star Level V|
Model 0 Ave. Efficiency | No Load power
Type, PIN GS-1668 (R6B) 85.00% 0.1
Engineer Lorenzo R. Madariaga II 115Vac 86.563% 0.050
4 — = AR 230Vac 87.319% 0.067
Nameplate Specifications
|Related Product Specifications Input Output
Voltage (V) 100-240 12 TEST RESULT PASS
Current (A) 0.64 MAX 1.5
Power (Watts) 18
Frequency (Hz) 50-60 DC
Date Measured 3-Aug-15
Ambient Temp. °C 25°C
|Output Cord AWG and Length 20AWG 5ft
Type of Output Cord AWNM2468 (2 Wire)
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1500.0 1125.0 750.0 375.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 1504.140 1128.210 751.803 376.297 0.000
DC Output Voltage (V) 12.081 12.136 12.191 12.243 12.296
DC Output Power (W) 18.17096 13.69192 9.16498 4.60686 0.00000
AC Input Voltage (V) 115
AC Input Power (W) 21.112 15.808 10.535 5.317 0.050
Total Harmonic Distortion {THD%) (1/Total) 81.117 83.760 86.743 90.162 33.466 75.0493
True Power Factor{Watts/VA) 0.548 0.519 0.479 0.418 0.034 0.3996
Ac Input Frequency 60 60 60 60 60 60.0000
Power Consumed by UUT (W) 2.941 2.116 1.370 0.710
Efficiency 86.062% 86.607% 86.981% 86.601% 86.563%
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1500.0 1125.0 750.0 375.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 1504.850 1128.593 752.167 376.610 0.0
DC Output Voltage (V) 12.101 12.151 12.196 12.243 12.296
DC Output Power (W) 18.15130 4.64700 9.14680 4.59121 0.00000
AC Input Voltage (V) 230
AC Input Power (W) 20.788 15.601 10.466 5.347 0.067
Total Harmonic Distortion {THD%) (1/Total) 89.886 91.044 92.236 93.287 19.539 77.1985
True Power Factor(Watts/VA) 0.423 0.399 0.370 0.330 0.018 0.3081
Ac Input Frequency 50 50 50 50 50 50.0000
Power Consumed by UUT (W) 2.637 10.954 1.319 0.756
Efficiency 87.592% 87.8%4% 87.627% 86.162% 87.319%




