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GlobTek, inc.

AC-DC Single Output Voltage external Power Supply Test Report

Lab Test Results Limits
Manufacturer Name GLOBTEK, INC. Energy Star Level VI
Model 0 Ave, Efficiency | No Load power
Type, P/N WR9QE1500G767900R6B = 85.00% 0.1
Engineer Lorenzo R. Madariaga II RESULTS &Wu 86.752% 0.049
230Vac 87.349% 0.067
Nameplate Specifications
Related Product Specifications Input Output _ >
Voltage (V) 100-240 12 TEST RESULT PASS
Current (A) 0.3A MAX 1.5
Power (Watts) 18
Freguency (Hz) 50-60 DC
Date Measured HREF!
Ambient Temp. °C 25°C
Output Cord AWG and Length 20AWG SFT
Type of Output Cord AWM1185
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1500.0 1125.0 750.0 375.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 1504.380 1128.415 751.970 376.465 0.000
DC Output Voltage (V) 12.052 12.104 12.155 12.203 12.253
DC Qutput Power (W) 18.13056 13.65862 9.14053 4.59404 0.00000
AC Input Voltage (V) 115
AC Input Power (W) 21.027 15.737 10.480 5.287 0.049
Total Harmonic Distortion (THD%) (1/Total) 80.894 83.577 86.574 90.066 29.564 74.1346
True Power Factor(Watts/VA) 0.551 0.522 0.481 0.420 0.032 0.4012
Ac Input Frequency 60 60 60 60 60 60.0000
Power Consumed by UUT (W) 2.896 2.078 1.339 0.692
Efficiency 0.86213 0.86776 0.87198 0.86822 86.752%
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 1500.0 1125.0 750.0 375.0 0.0
DC Qutput Current measured (mA) (+/-2% Rated) 1504.985 1128.740 752.345 376.830 0.000
DC Output Voltage (V) 12.066 12.114 12.156 12.202 12.253
DC Output Power (W) 18.09840 13.62853 9.11734 4.57586 0.00000
AC Input Voltage (V) 230
AC Input Power (W) 20.718 15.552 10.441 5.321 0.067
Total Harmonic Distortion (THD%) (1/Total) 89.855 91.021 92.201 93.250 11.266 75.5181
True Power Factor(Watts/VA) 0.424 0.400 0.371 0.330 0.018 0.3085
Ac Input Frequency 50 50 50 50 50 50.0000
Power Consumed by UUT (W) 2.620 1.923 1.323 0.745
Efficiency 0.87630 0.87905 0.87553 0.86307 87.349%




