
   
G l o b T e k , Inc.       
186 Veterans Dr, Northvale, NJ 07647               

REQUEST for PROJECT REPORT 
RFP   RFI‐31849 

Model No. 
From  

GT‐46400‐4024‐T3 
Make 

 

P/N  TR9CI1670A03NR6B2598   

Customer  Basler 

Start Date   13 Dec 2022  Completion Date  14 Dec 2022 

Report Completion   14 Dec 2022 

Electrical Engineer  Lorenzo R. Madariaga II 

Sales Engineer  RALF / DOROTHEA 

Revision 
History 

Rev 01  Initial release 

Objective  Efficiency update per (EU) 2019‐1782 Report for GT‐46400‐4024‐T3 

Remarks  Efficiency Report was missing section 2‐b of (EU) 2019‐1782 

          

(Section 2a of COMMISSION REGULATION (EU) 2019/1782 of 1 October 2019) 
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(Section 2b of COMMISSION REGULATION (EU) 2019/1782 of 1 October 2019) 

Nameplate Information Value Unit 
Manufacturer 

 
G l o b T e k , Inc.       
186 Veterans Dr, Northvale, NJ 07647 

Model Number GT-46400-4024-T3 
Part Number TR9CI1670A03NR6B2598 
Input Voltage 100-240 Vac 
Input AC Frequency 50-60 Hz 
Output Voltage 24.0 Vdc 
Output Current 1.66 Adc 
Output Power 40.0 W 
Average Active Efficiency 89.8 % 
Efficiency at 10% of FL 83.4 % 
No Load Power 0.07 W 
 

Ecodesign requirements for External Power Supplies 

 (EU) 2019-1782 Limits 
Standard EU 2019-1782 (230VAC Only) 

4-Pt Average Efficiency 87.59% 
No Load Power (W) 0.1 

 

Output Load Conditions: 

Loading Conditions % of Full Load Output Current Output Current (mA) Efficiency (%) 
Load 1 100 % ± 2 % 1664.0 91.2 
Load 2 75 % ± 2 % 1248.0 90.7 
Load 3 50 % ± 2 % 833.0 89.7 
Load 4 25 % ± 2 % 417.0 88.9 
Load 5 10 % ± 1 % 167.0 83.4 
Load 6 0 % (no-load condition) 0 N/A 
 

Output Cord Details: 

Output Cord Length 1500mm 
Type of Output Cord 18 AWG UL2464 
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Test Results Summary: 

Vout (V) % Load Iout (A) Pout (W) Vin (AC) Iin (A) THD 1/Fundamental (%) THD [1/Total] (%) Power Factor Pin (W) Efficiency (%) 

23.863 100% 1.664 39.716 231.858 0.515 238.212% 91.967% 0.364 43.517 91.267% 

23.879 75% 1.248 29.810 231.868 0.400 239.373% 92.150% 0.354 32.852 90.741% 

23.891 50% 0.833 19.892 231.883 0.289 241.514% 92.219% 0.331 22.164 89.746% 

23.919 25% 0.417 9.967 231.889 0.188 247.629% 91.914% 0.257 11.205 88.948% 

23.926 10% 0.167 3.993 231.895 0.143 191.867% 88.224% 0.144 4.784 83.465% 

23.931 0% 0.000 0.000 231.903 0.128 51.760% 33.136% 0.002 0.073 0.000% 

  
   

Avg active 
Efficiency 

89.812% 


