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 Certificate No.: SAA-171972-EA 

   
Certificate Holder: GlobTek, Inc 

186 Veterans Drive,  
Northvale, NJ 07647       
U.S.A. 
 

 Class Description: Power Supply or Charger 
 Product Description: ITE power supply 
 Brand Name: G GLOBTEK, INC. 
 Model No.: GT-86120-WWVV-W2Z Series 
 Markings: Input: 100-240V~ 50/60Hz 0.5A  

Output: 5Vdc, Max 2A; or 12Vdc, Max 1A  
Class II 

 Standard: AS/NZS 60950.1:2011 Inc A1 
 Conditions: Nil 
 
 Approval Mark: SAA-171972-EA or RCM 
 
 Date First Registered:  18 August 2017 
 Date of Expiry:  18 August 2022 
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*Addendum* 
 

 Certificate No.: SAA-171972-EA 

 Date of Issue: 18 August 2017  
 Class Description: Power Supply or Charger 
 Product Description: ITE power supply 
 
General Modification: 
For GT-86120-WWVV-W2Z Series:  
'WW' denotes standard output power in Watts with a maximum value of '12';  
'VV' denotes standard output voltage in Volts (Vdc) and can be '05' for 5Vdc or '12' for 12Vdc; and  
'Z' denotes plug type and can be 'A' for Australian.  
(Note: Suffix '-W2Z' is optional and when blank denotes use replaceable plug. 
 

Additional Models Description 
GT-86120-WWVVHW2Z Series Similar to GT-86120-WWVV-W2Z Series except for PCB layout. 
 


