CERTIFICATES FOR ELECTRICAL EQUIPMENT (IECELE) : il
TRIQUES (IE(

CB SCHEME

CB TEST CERTIFICATE

Product
Produit

Name and address of the applicant
Nom et adresse du demandeur

Name and address of the manufacturer
Nom et adresse du fabricant

Name and address of the factory
Nom et adresse de 1"usine

Note: Wihen more than one factory, please report on page 2
Note: Lorsque il y plus d'une usine, veuillez wtifiser la 2 page

Ratings and principal characteristics
Valeurs nominales et caractéristiques principales

Trademark (if any)
Marque de fabrique (si elle existe)

Type of Manufacturer's Testing Laboratories used
Type de programme du laboratoire d'essais constructeur

Model / Type Ref.
Ref. De type

Additional information (if necessary may also be reported
on page 2)

Les informations complémentaires (si nécessaire,, peuvent
étre indiqués sur la 2™ page

A sample of the product was tested and found

to be in conformity with

Un échantillon de ce produit a é1é essayé et a éé
considéré conforme a la

As shown in the Test Report Ref: No. which forms part of
this Certificate

Comme indiqué dans le Rapport d’essais numéro de
référence qui constitue partie de ce Certificat

Ref. Certif. No.

SI-2763

ATION MUTUELLE DE
S DES EQUIPEMENTS
:E) METHODE OC

CERTIFICAT D’ESSAI OC

Switch Mode Power Supply for building-in

GlobTek Inc.
Corporate Headquarters, 186 Veterans Dr Northvale, NJ 07647 /
USA

GlobTek Inc.

Corporate Headquarters, 186 Veterans Dr Northvale, NJ 07647 /
USA

1) GlobTek Inc.

Corporate Headquarters, 186 Veterans Dr Northvale, NJ 07647 /
USA

[ Additional Information on page 2

Input: 100-240 Vac; 50-60 Hz; 4,0 A or 130-320 Vdc; 2,5 A
X Additional Information on page 3

GlobTek

GT(M)91110P24012-ZA(W)-S or -HIOXX or -HOXXX or -

HIXXX
X Additional Information on page 2

/

[J Additional Information on page 3

IEC 60950-1:2005 (2nd Edition) + Am 1:2009

T223-0388/10, dated 2011-01-03

This CB Test Certificate is issued by the National Certification Body
Ce Certificat d’essai OC est établi par I'Organisme National de Certification

Slovenski institut za kakovost in meroslovie

Slovenian Institute of Quality and Metrology

Trzadka c. 2, SI-1000 Ljubljana, Slovenia

Product Certification Body is accredited by Slovenian Accreditation, Reg. No.: CP-001

SIS

Date: 2011-01-03 Signature:  Alja Pregl

2009-03 1/3



Ref. Certif: No.
|EC NTECEE
— L

Name and address of the factory:
GlobTek Inc.
Corporate Headquarters, 186 Veterans Dr Northvale, NJ 07647 / USA

Globtek (Suzhou) Co. Ltd.
Building 4, # 76, Jin Ling East Rd., Suzhou Park, Suzhou, Jiangsu 215021, P.R. China

Model / Type Ref.:

GT(M)91110P24012-ZA(W)-S or -HIOXX or -HOXXX or ~-HIXXX
Where:

GT(M) GLOBTEK series

91110P Family designator

24012 240W 12V output power and output voltage
oz 7= “F*: Open frame

©Z7’= C"": Perforated enclosure

AW) A’ for airflow for 240 W load

W’ for models without protective earth (optional)

Output voltage deviation from standard model by
subtracting X.X volt from standard output voltage, X.X
not required to be added in model number for standard
output voltage.

Input header and output header connectors on board

Input and output wire harness. Where XXX can be
from 000 to 500 to indicate harness length (maximum
length for input and output harnesses is 500mm).

Input header connector on board and output wire
harness. Where XXX can be from 000 to 500 to
indicate harness length (maximum harness length for
output is 500mm).

Input wire harness. Output header on board. Where
XXX can be from 000 to 500 to indicate harness length
(maximum harness length for input is 500mm).

Date: 2011-01-03 Signature:  Alja Pregl

2009-03 213



TECEE

SCHEM

IEC

Ratings and principal characteristics:

Input: 100-240 Vac; 50-60 Hz; 4,0 A or 130-320 Vdc; 2,5 A

Output:

Ref. Certif. No.

SI-2763

Standard Model Number For Open Frame Version:

Output
Voltage

Minimum
Load*

Maximum
Load w/
Airflow

Maximum
Load with
20CFM
Airflow

GT(M)91110P24012-FA(W)-S or -HIOXX or -HOXXX or
-HIXXX

0,2A

12,5A

20,0A

GT(M)91110P24015-X.X-FA(W)-S or -HIOXX or -
HOXXX or -HIXXX

0,2A

10,0A

16,0A

GT(M)91110P24018-X.X-FA(W)-S or -HIOXX or -
HOXXX or -HIXXX

0,2A

8,33A

13,3A

GT(M)91110P24024-X.X-FA(W)-S or -HIOXX or -
HOXXX or -HIXXX

0,1A

6,25A

10,0A

GT(M)91110P24036-X.X-FA(W)-S or -HIOXX or -
HOXXX or —-HIXXX

0,1A

4,17A

6,7A

GT(M)91110P24048-X.X-FA(W)-S or -HIOXX or -
HOXXX or —HIXXX

3,12A

5,0A

GT(M)91110P24055-X.X-FA(W)-S or -HIOXX or -
HOXXX or —~HIXXX

0,1A

2,72A

4,36A

Standard Model Number For with Perforated
Enclosure Version

Minimum
Load

Maximum
Load w/o
Airflow

Maximum
Load with
20CFM
Airflow

GT(M)91110P24012-CA(W)-S or -HIOXX or -HOXXX or
-HIXXX

0,2A

6,7A

16,67A

GT(M)91110P24015-X. X-CA(W)-S or -HIOXX or -
HOXXX or -HIXXX

0,2A

5,3A

13,38A

GT(M)91110P24018-X.X-CA(W)-S or -HIOXX or -
HOXXX or -HIXXX

0,2A

4,4A

11,11A

GT(M)91110P24024-X. X-CA(W)-S or -HIOXX or -
HOXXX or ~HIXXX

0,1A

3,3A

8,33A

GT(M)91110P24036-X.X-CA(W)-S or -HIOXX or -
HOXXX or —~HIXXX

0,1A

2,2A

5,5A

GT(M)91110P24048-X.X-CA(W)-S or -HIOXX or -
HOXXX or ~HIXXX

0,1IA

1,7A

4,17A

GT(M)91110P24055-X.X-CA(W)-S or -HIOXX or -
HOXXX or —-HIXXX

1,4A

3,64A

Additional information (if necessary)
Information complémentaire (si nécessaire)

Date: 2011-01-03

2009-03 3/3

Signature:

Alja Pre






